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GREENTEST FTV100 UPGRADE PROCEDURE
FTV100 V2.1.6 firmware and Greenreport V4.5 software

1 Upgrading the FTV100 firmware to V2.1.6

Upgrading of the instrument will erase all the data stored in the memory.

This procedure concerns instruments with firmware version VV2.0.0 or higher.

Before upgrading your instrument, check the BOOT version on the instrument.
Go to the CONFIGURATION menu.

Example: BOOT 1. CONFIGURATION

. GREEN TEST FTV 100
The appropriate loader must be used for the BOOT
version present. SERIAL NUMBER : 120052

BOOT : 1

SW VERSION : FV 2.0.6
VIDEOBOARD : V2.1
PREVIOUS MENU (ESC)

If it is BOOT 1, use version V2.1 of UPLOADER
If it is BOOT 2, user version V3.0 of UPLOADER

If the BOOT information is not shown, the firmware is old and therefore necessarily uses BOOT 1.

CONFIGURATION

GREEN TEST FTV 100
SERIAL NUMBER: 120052

SW VERSION: FV 2.0.6
VIDEO BOARD: V2.1
PREVIOUS MENU (ESC)

2 Installing the UPLOADER tool
For versions V3.0 and V2.1
Unzip the xxx.ZIP file in a dedicated directory.

Run the application UpLoaderGreenTest _v30_uo.exe or UpLoaderGreenTest v21 uo.exe.
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(B Installation de UpLoader Green Test v.3.0 =1olx| (B/|Installation de UpLoader Green Test v.3.0 =1 %] (B|Installation de UpLoader Green Test v.3.0 P [ 3
Bienvenue dans le programme Licence utilisateur Chaisissez le dossier d'installation

. Ny weuiilez examiner les termes de la licence avant dinstaller UpLoader Green Test v.3.0, Choisissez le dossier dans lequel installer UpLoader Green Test v.3.0
d'installation de UpLoader Green

Yous Btes sur e paint dinstaller UpLoader Green Test v.3.0

4 Appuyez sur Page Suivante pour lire |e reste de la licence utiisateur, Ceciinstallera UpLoader Green Test v.3.0 dans le dossier suivant. Pour installer dans un
sur vatre ordinateur autre dossier, cliquez sur Parcourir et cheisissez un autre dossier, Cliquez sur Suivant pour
[Copyriaht © 2011 continuer.

Avant de débuter [installation, il est recommandé de Fermer
toutes les autres applications. Cela permettra de mettre &
Jaur certains fichiers systeme sans redemarrer votre
ordinateur,

This software is provided 'as-i', without any express or implied warranty. In no event wil
the authors or contributors be held lizble, under any legal theary for any damages, dect or
indirect, arising from the use of this software.

This is praprietary software: use and redistribLtion is restricted.

"Dnsslar

Sivous acceptez les termes de |a licence Utiisateur, ciqusz sur Yaccepte pour continuer, Eseics i TR e
Yous devez accepter |a licence utiisateur pour installer LipLoader Green Test v.3.0,

Parcourir.,.

Espace disponible : 35,360

Hullsaft Instl] System vz, 12 Wullsaft Instal] System v, 12

Annuler <precetent [ Jawcepte | annuer | <précadort [ suivant > | annuer

(B Installation de UpLoader Green Test v.3.0 =10 x|

Choisissez un dossier dans le menu Démarrer 5
Chaisissez un dossier dans le menu Démarrer pour les racourdis de lapplcation. F

(B Installation de UpLoader Green Test v.3.0 =10l =l

Fin de l'installation de UpLoader
Green Test v.3.0

UpLoader Green Test v.3.0 a été installé sur votre

Chaisissez e dassier du menu Démarrer dans lequel vous voulez placer les raceourdis du
ardinateur

programme, Yous pouvez également entrer Un NOUVESU Nom pour créer un nouveau dossier,

Cliquez sur Fermer pour quitter le programme dinstalation,

7-Zp 5 [¥ Lancer UpLoader Green Test v.5.0
Accessoires

[Album Cover Art Downloader

atheros

Business Synchro

CA Enerdis

Camera Assistant Software

Camstudio

CCleaner

Chauvin Amaux

[ComAgent

[DAEMON Tools Lite: =l

riulsaft Install System vz, 12

<Pracedert | Instaler | Aonder | eeccent [ Femer || aomer

3 Using the UPLOADER

3.1 For version V2.1 - .
x
CHAUVIN®

Run the UPLOADER application. N HAUVIN
Target File Open... I AT -\Nﬁu\:.w). "

Select the serial port. It must be < 10.
If necessary, check the port's communication speed in the Microsoft "Device |
Manager" menu. The speed must be set to 38400 bauds.

Before upgrading, you must load a file called FTV100 PREPARAZIONE_VARIANTE_1.hex into the
instrument to prepare the memory space. The FTV100 must be switched off at the beginning of this
procedure.

Regarder dans : I () Firmware_2-16

= Frvinn_z16.hex
FTv100

Mom du fichier : IFTV1DD_F'HEPAF!AZIDNE_\-"AF!IANTE_‘I -hex Duvri I

Fichiers de type : IHexadecimaI filers{ . hex ) j Annuler |

4
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x
Serial Pt |COM10 < (B CHAUVIN®
2 ARNOUX
Target File |1 Tps U G

FT100_PREPARAZIONE_VARIANTE_1.hex

Turm On Instrument

E it

The UPLOADER software puts itself on standby. Power up the instrument.
The data are loaded into the instrument automatically.

G| X

Serial Port  |COM3 hd H'“CHAUV|N@
= OUX

Target File ||

FTY I E Download Completed! hex

Exit

When the download has been completed, the instrument display shows the progress of the upgrade
preparation process.

CHAUVIN ARNOUX

GREENTEST FTV100

UPDATE IN PROGRESS...

100% |

Once this has been 100% completed, switch off the instrument. Close the UPLOADER application by
clicking on OK.

Now rerun the UPLOADER application, but this time to upgrade the instrument.
Select the latest version of the firmware file.
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Begarder dans : I_} Firmware_2-16 j = EF '

FTY100_
FTW100_PREPARAZIONE_VARIANTE_1.hex

Marm du fichier : IFTV‘I 00_216.hex Diveerir I
Fichiers de type : IHexadecimaI files] “hex | j Annuler |

4

Then start the upgrade.
Wait until the following message is displayed:

UpLoaderGreenT x|

L] E Download Completed!
[ ]

The FTV100 instrument configuration menu is then displayed. Upgrading is now complete.

CONFIGURATION

GREEN TEST FTV 100
SERIAL NUMBER : 120052

BOOT : 1

SWVERSION : FV 2.1.6
VIDEO BOARD : V2.1
PREVIOUS MENU (ESC)

3.2 For version V3.0

Switch off the instrument and run the UPLOADER application.

(B|upLoaderGreenTest 3.0 x|

—Conneckion Skatus

Serial Port

I Connection Lost - Reset the instrument I R vl

—Targek File
I open... Dekect LISE port |
—Progress Ll
| Restark |
g Crauyy

=l ARNOUX

CHALWIN ARNOLY CROLF

Select the serial port. The COM port must be < 10.
[If necessary, check the port's communication speed in the Microsoft "Device Manager" menu. The speed
must be set to 38400 bauds.
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G

~Conneckion Skatus

Setial Park
I Instrurnent On-Line Iﬁm‘
~Target File
~Progress Ll
| Restart |
& R
M ARNOUX

CHALNIN ARNOLY CROLE

Power up the instrument. Its screen remains dark.

The connection status automatically changes to "Instrument On-Line".
Load the FTV100 PREPARAZIONE_VARIANTE_1.hex preparation file into the instrument.

Open Target File

Il'f) Firmweare_2-16 j ) T

21

2 [

Begarder dans :

FTY100_216.hex
FTY100, PREPARS,

E_WARIAMTE_1.hex

Mom du fichier : |FTV1 00_PREPARAZIONE_WARIANTE_1.hex

Dluerir I
j Anruler |

x|

Fichiers de ype :

IHexadecimaI files] *.hex ]

1] UpLoaderGreenTest 3.0

~ Connection Status

I Instrument On-Line

Setial Port

I COM3 Vl

—Target Filz
’:T'v'l 00_PREPARAZIONE_VWARIAMTE_1.hex

[etect LSE port |

Progress

Stark |

Restart |

CHAUVIN®
(*B ARNOUX

CHALVEY ARMOLY A

Exit |

Click on Start to begin downloading.

Once downloading has been completed, click on Restart. Restart the instrument.

(B|upLoaderGreenTest 3.0

Connection Skatus

I Instrument On-Ling - Restart

Setial Park

I COM3 - l

r—Target File
'=T\'I 100_PREPARAZIOME_YARIAMTE_1.hex

~Progress

[Detect USE part |
Stark: I

Restart |

CHAUVIN®
(B ARNOUX

CHALNIN ARTSOUN (R0

Exit |

X
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Once downloading has been completed, the memory space is formatted.

CHAUVIN ARNOUX

GREENTEST FTV100

UPDATE IN PROGRESS...

100% |

Switch off the instrument and then close the UPLOADER application by clicking on OK.

Restart the UPLOADER application, this time to load the new firmware. Select the COM port.
Open the firmware file.

| ) Firrwware_2-16 j ﬁ‘{ v

Begarder dans :

ﬂ FT¥100_PREPARAZICNE _VARIAMTE_1.hex

Nomdufichier:  [FTv100_216 hex

Fichiers de twpe : |Hesadecimal filez * hex | ﬂ Annuler

Click on Start.

Once downloading has been completed, click on Restart. Then click on Exit.
The instrument powers up. The FTV100 instrument configuration menu is then displayed.

CONFIGURATION

GREEN TEST FTV 100
SERIAL NUMBER : 120052

BOOT : 2
SW VERSION : FV 2.1.6
VIDEO BOARD : V2.1

PREVIOUS MENU (ESC)
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4 Upgrading the GreenReport software to version 4.5

Unzip the xxx.ZIP file in a dedicated directory.

Run the installation procedure.

nstaller Language
LB Flease select a language.

Cancel

I

(B Installation de GREEN REPORT FMP 4.5

Bienvenue dans le programme
d'installation de GREEN REPORT
FMP 4.5

Waus étes sur le poink dinstaller GREEN REPORT FMP 4.5 sur
watre ordinateur,

avant de démarrer linstallation, | est recommands de Fermer
toutes les autres applications, Cela permettra la mise a jour
de certains Fichiers systéme sans redémarrer votre
ordinateur

Cliquez sur Suivart pour continuer

=lolx

(B Installation de GREEN REPORT FMP 4.5

CHAUYVINe Choisissez le dossier dinstallation

=101 x|

ARNOUX  choisissez le dossier dans lequel installer GREEN REPORT FMP
" 4.5.

(B Installation de GREEN REPORT FMP 4.5

CHAUV | N Choisissez un dossier dans le menu Démarrer
ARNOUX  chosisses un dossier dans le menu Démarrer pour les raccourtis
de lappiication.

—IEx

Annuler

(b Installation de GREEN REPORT FMP 4.5

iulsaft Tnstall System v2.46

Cex installera GREEN REPORT FMP 4,5 dans le dossier suivant., Pour installer dans un autre
dossier, cliquez sur Parcourir et choisissez un atre dossier. Cliquez sur Suivarnit pour
cantinuer,

Daossier

Parcourt..

Espace requis | 5.2Mo
Espace disponible : 35.3G0

<précedont [ sumant> |

foruler |

Choisissez le dossier du menu Démarrer dans lequel vous voulez placer les raccourcis du
programme. Yous pouvez Sgalement entrer un NoUYeaU NoM poLr £réer Un nouveau dossier.

7-7ip

Accessoires

Album Cower Art Downloader
Atheros

Business Synchro

CA Enerdis

Camera Assistant Software
CamStudio

CCleaner

Chauvin Amoux

Comgert

DAEMON Tools Lite:

[l

Wullsaft Instal] System ve. 46

<précsdort [ Installer |

annuler |

CHAUV|N® Installation terminée

ARNOUX

Linstallation s'est terminés avec succes,

=

Terming

Plus dinfos

Hullsoft Iystal System v2,45

< précedent

(B Installation de GREEN REPORT FMP.

Fin de I'installation de GREEN
REPORT FMP 4.5

GREEN REFORT FMP 4.5 a 6t installé sur votre ordinateur.

Cliquez sur Fermer pour quitter le programme dinstallation.

[¥ Lancer GREEN RERGRT FMF 4.5

I o |

{Siivant >

Ariler

< précedent Anriler

The latest version of the GreenReport software is now operational.
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